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Acronyms and Abbreviations

Al Ash Island

CET  Coal export terminal

CHEMP Compensatory Habitat Environmental Monitoring Program
GGBF Green and Golden Bell Frog

Kl Kooragang Island

KIWEF Kooragang Island Waste Emplacement Facility

Mtpa Megatonne per annum

NCIG Newcastle Coal Infrastructure Group

Stage 2AA

Stage 2F
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1 Introduction

This Annual Environmental Management Report (AEMR) has been prepared for the
Newcastle Coal Infrastructure Group (NCIG) Coal Export Terminal project (the Project) in
accordance with the conditions of the approved Construction Environmental Management
Plan (CEMP) and Operation Environmental Management Plan (OEMP) (Sections 5.2 and
7.2 respectively). The CEMP was prepared in accordance with Condition 7.2 and the OEMP
was prepared in accordance with Condition 7.5, both within Schedule 2 of the Project

Approval (06_0009) which was granted on 13 April 2007.

This is the fifth AEMR prepared for the NCIG Project and it covers the period April 2012 to
March 2013 (i.e. a 12 month period), which includes the third year of terminal operation and
Stage 2AA and Stage 2F construction of the Project.

The AEMR reviews the performance of the Project against the requirements of the Project
Approval and provides an overview of environmental management actions and summarises
monitoring results over the 12 month reporting period. The AEMR will be distributed to
relevant government agencies and stakeholders, and copies provided to other interested
parties, if requested.

Dredging activities were undertaken during the reporting period until November 2012, after
which dredging activities by NCIG were completed. These activities and related
environmental management are not the subject of this AEMR. Only the environmental
management requirements of both the CEMP and the OEMP, which are associated with the
terrestrially based coal export terminal construction activities, are detailed by this AEMR.
Details of the compliance of dredging activities are outlined in separate reports.

1.1 Approvals, leases, licences and permits
The Project is being undertaken under the approvals, leases, licences and permits presented in Table

1.

Table 1 Project Approval, Leases, Licences and Permits

Instrument Relevant Authority Date Granted Duration of Approval
Project Approval Department of Planning . > years gnless
(06_0009) and Infrastructure 13 April 2007 substantially

commenced

Modification of .
Minister’s Department of Planning N/A (conditions

27 November 2007 appended to the Project
Approval and Infrastructure Approval)
MP06_0009
Modification of
Minister's Department of Planning N/A (conditions
Approval and Infrastructure 13 May 2013 appended to the Project
MPO6_0009 Approval)
MOD2
Project Lease State Property Authority |22 January 2008 35 years
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Table 1 Project Approval, Leases, Licences and Permits

Instrument

Relevant Authority

Date Granted

Duration of Approval

Environmental
Protection Licence
(EPL) (No. 12693)

NSW Environment
Protection Authority

26 October 2007

Until the Licence is
surrendered or
revoked. The Licence is
subject to review every
5 years.

Environment
Protection and

Department of the

Biodiversity Environment and 11 October 2007 Perpetuity
Conservation Act | Heritage
1999
Maritime Services | NSW Roads and .
Act 1935 s13JE Maritime Services 02 October 2007 Perpetuity
Environmental Department of Plannin
. P g 03 October 2007 Perpetuity

Representative and Infrastructure

. . Department of Plannin 02 May 2007 & .
Project Ecologist P g Y Perpetuity

and Infrastructure

25 October 2007

1.2 Management plans and monitoring programmes

In accordance with the Project Approval, the Project is currently being undertaken under a
number of environmental management plans and monitoring programmes, including:

Construction Management Plans and Protocols

1 Construction Environmental Management Plan

f  Construction Noise Management Plan

f  Construction Surface Water Management Plan, including Erosion and Sediment Control

Plan

f  Construction Traffic Management Protocol

f  Acid Sulphate Soil Management Plan

f Vegetation Clearance Protocol

Operations Management Plans

f  Operation Environmental Management Plan

' Operation Dust Management Plan

f  Operation Noise Management Plan

f  Operation Spontaneous Combustion Management Plan

AS130341
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NCIG is the proponent of the Project and is a consortium of the following six companies:
f Banpu Public Company Limited:;

I Hunter Valley Energy Coal Limited,;

f  Peabody Energy Corporation;

f Yankuang Group; and

f Whitehaven Coal Mining Pty Ltd.

NCIG was formed in response to a call for Expressions of Interest for the development of
land on Kooragang Island by the NSW State Government in 2004. The outcome of this
process was that in 2006 NCIG was awarded the right to develop the parcel of land that is
now the Project site. Project Approval (06_0009) was granted in April 2007 and construction
of Stage 1 of the coal export terminal (30 Mtpa) commenced in April 2008. Stage 1 of
construction is completed and was subsequently handed to NCIG for operation in July 2010.
Stage 2AA construction commenced in the first half of 2010, with mechanical completion
achieved in June 2012. Stage 2F construction commenced in June 2012 and was continuing
at the end of this reporting period (March 2013).

The Project general arrangement is shown on Figure 2. The general arrangement is based
on the planned maximum coal throughput of 66 Mtpa. The main activities associated with
the construction of the Project include:

f  re-use of dredged materials from the south arm of the Hunter River as preload and
engineering fill for construction of the coal storage area, rail corridor and wharf facilities
(NB/ NCIG dredging during the reporting period (Stage 2F) did not include re-use of
dredge material for construction. This material was dumped offshore);

f  construction of a coal storage area including coal stockpiles, conveyors, transfer points
and combined stacker/reclaimers;

f  construction of wharf facilities, ship loaders, conveyors and buffer bins;

f foundation preparation, formation construction and capping of a rail corridor traversing
the existing Kooragang Island Waste Emplacement Facility (KIWEF) for the
development of the rail spurs, rail sidings and rail loops;

f  construction of rail spurs, rail sidings and rail loops, rail overpass, train unloading
stations and connecting conveyors;

 development of water management infrastructure including site drainage works,
stormwater settlement ponds, primary and secondary settling ponds, site water pond,
water tanks and stockpile spray system;

f installation of electricity reticulation and control systems;
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2 Overview of Activities

2.1 Operation

April 2012 to March 2013 reporting period included a continuation of Stage 1 operations,
commissioning of Stage 2AA and commencement of Stage 2AA operations. This specifically
included operation of Dump Stations 1 and 2, Stacker/Reclaimers 1, 2 and 3 and Ship loader
1, along with associated inbound and outbound conveyor systems. Commissioning was
completed on Milestones achieved in this reporting period include:

1 April 2012 — 30MT of coal loaded since commencement of operations

1 December 2012 — 50MT of coal loaded since commencement of operations

Figure 3: Operation of Stacker Reclaimer 3.
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Figure 6: Operation of Stockyard Dust Suppression.

Figure 7: Operation of Ship Loader — adjacent cabin view.
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2.2 Construction

Construction activities during this reporting period were associated with the completion of
Stage 2AA and commencement of Stage 2F. Construction activities and activities are shown
in Figure 10 to Figure 18. The milestones and specific activities associated with construction

included:
f May 2012 — Hand-over of Stacker Reclaimer 3 (Stage 2AA) to Operations Team
f June 2012 — Stage 2AA Mechanical Completion
f June 2012 — Commencement of Stage 2F Construction
 July 2012 — Delivery of first Stacker Reclaimer 4 (Stage 2F) components
f August 2012 — Hand-over of Ship Loader 2 (Stage 2AA) to Operations Team
I September 2012 — Hand-over of Dump Station 2 (Stage 2AA) to Operations Team
T December 2012 — Effective Completion of K10 Wharf (Stage 2F) which culminated in
the berthing of a panamax vessel
f March 2012 — Practical Completion of Stacker Reclaimer 4 (Stage 2F)

Figure 10: Construction of Ship Loader 2.
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Figure 15: Construction of Stock pad 4 and SR04 Berm.

Figure 16: Construction of Stacker Reclaimer 4.
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3 Environmental Management and Performance

3.1 Meteorology
3.1.1 Environmental Management

In accordance with Condition 2.8, Schedule 2 of the Project Approval (06_0009), an on-site
meteorological monitoring station was operated during the reporting period to monitor
weather conditions representative of the site. This station was installed on the NCIG site
(see Figure 22) in accordance with the requirements of the CEMP.

3.1.2 Environmental Performance

Table 2 outlines the monitoring locations, meteorological parameters recorded and
frequency of monitoring for the Project in accordance with the CEMP.

Table 2 Summary of the Meteorological Monitoring Programme

Monitoring Parameter Monitoring Sites Frequency Criteria

Temperature Project automated Continuously monitored | N/A
Relative humidity meteorological station . |and the data averaged

Net solar radiation over 15 minute periods.
Rainfall

Wind speed and direction
Sigma theta (rate of
change of wind
direction).

= —a —a —a —_a _—_a

1 The location of the monitoring sites is shown on Figure 22.

3.1.3 Monitoring summary

The meteorological monitoring results for the reporting period are summarised below.
Monthly statistical information for rainfall is detailed in Table 3.

Table 3 Rainfall statistics by month
Month Total rainfall Daily average | Daily minimum Daily
(mm) (mm) (mm) maximum
(mm)
April 2012 71.2 24 0.0 19.2
May 2012 12.8 0.4 0.0 4.8
June 2012 84.4 2.8 0.0 29.6
July 2012 52.6 1.7 0.0 26.0
August 2012 30.2 1.0 0.0 10.6
September 2012 12.6 0.4 0.0 6.6
October 2012 7.4 0.2 0.0 2.2
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Figure 22: Environmental Monitoring Sites
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3.2 Air Quality

3.2.1 Environmental Management

In accordance with Conditions 2.2 and 2.4, Schedule 2 of the Project Approval (06_0009)
NCIG designed and constructed the Project in a manner that minimises or prevents the
emission of visible dust beyond the boundary of the site (including windblown and traffic

generated dust).
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In accordance with Condition 2.5, Schedule 2 of the Project Approval (06_0009) dust
emissions are being controlled on all internal roads, trafficable areas and manoeuvring areas
by sealing, or otherwise treating surfaces to minimise the potential for dust generation.

In accordance with Condition 2.1, Schedule 2 of the Project Approval (06_0009) NCIG did
not permit any offensive odour, as defined under section 129 of the Protection of the
Environment Operations Act, 1997, to be emitted beyond the boundary of the Project site.

3.2.2 Environmental Performance

Table 4 outlines the monitoring locations, air quality parameters recorded, frequency of
monitoring and air quality criteria for the Project in accordance with the CEMP.

Table 4 Summary of the Air Quality Monitoring Programme

Monitoring Parameter

Monitoring Sites

Frequency

Criteria

Dust deposition®.

DG1, DG2, DG3,
DG4, DG5 and DG6".

Monthly during the
first three months
of construction,
then quarterly.

4 g/mzlmonth.

Total Suspended HVAS1, HVAS2, 6-daily. 90ug/m®
Particulates (TSP). HVASS3, HVASA4. (NHMRC annual
average)
Particulate Matter <10 HVAS1, HVAS2, 6-daily. 50pg/m3 (OEH
microns (PM10). HVAS3, HVAS4, 24hr daily limit,

NEPM 24hr daily
limit — allows for 5
exceedences in a
year)
30ug/m3(OEH
annual average).

The location of monitoring sites is shown on Figure 22.
Dust deposition was analysed in accordance with AS/NZS 3580.10.1-2003 Methods for Sampling and Analysis of Ambient Air —

Determination of Particulate Matter — Deposited Matter — Gravimetric Method.

TSP was analysed in accordance with AS/NZS 3580.9.3-2003 Methods for Sampling and Analysis of Ambient Air — Determination of

suspended particulate matter — Total suspended particulate matter (TSP) — high volume sampler gravimetric method.

AS130341
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Depositional Dust - 2012 Annual Average

w

NSW OEH Criteria (Annual Average)

Depositional Dust (g/mZ/month)
|

DG1 DG2 DG3 DG4 DG5 DG6

(Fem Bay) (Stock (Kooragang Island)  (Sandg (Mayfield \West) (Mayfield)

Gauge Number

Figure 26: Annual Average Depositional Dust

Average depositional dust results were below the monthly criteria of 4 grams per square
metre per month at all depositional dust gauge locations (Figure 26). Figure 25 shows that
some individual monthly samples exceeded the 4g/m?month criteria.

DG3 was greater than the criteria in November 2012 (5.7), with a high percentage
combustible content of 84%. Combustible matter is that portion of the insoluble matter lost
during combustion and is an indication of the amount of organic matter in the dust. Any coal
particles present in the insoluble deposited dust will be part of the combustible matter
fraction, along with other organic matter such as plant fragments, insect material, plastic
fragments, wood dust, soot and rubber dust. The ash content is an indication of the mineral
content of the dust. The ash is often primarily soil or rock particles, but can include particles
such as fly ash and cement dust. (DSITIA, 2012) The high combustible content of the
November result for DG3 together with the dominant wind directions of south-easterly and
south-westerly for the two months indicate that the source of the dust may be from the
adjacent ponds and wetlands and/or from the rail corridor.
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DG4 exceeded the criteria in December 2012 (5.5), with a combustible content of 58%.
Given the location of this dust deposition gauge and the dominant wind directions of south-
easterly and south-westerly, the deposited material would not be sourced from NCIG.

Two of the monthly samples were contaminated by foreign matter. The December 2012
sample for DG3 was contaminated by bird droppings and the February 2013 sample for DG6
was contaminated by insects and tree litter. The results from these samples were excluded
from the annual average calculation and are not included in Figure 25 or in Figure 26. All
other dust gauges were consistently below the criteria. It should be noted that the criteria is
specific only to an annual average for each location. Figure 26 illustrates that the annual
average at each location was below 4g/m?/month during the reporting period. Full dust
deposition data for the reporting period is provided in Attachment A.

Air quality monitoring results from High Volume Air Sampling (HVAS), as they relate to both
Total Suspended Particulate (TSP) and Particulate Matter with an equivalent aerodynamic
diameter less than 10 Microns (PMy), are displayed in Figure 27 and Figure 28.

Figure 27: Total Suspended Particulates (TSP)
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Table 5 Daily PM;, events greater than 50pg/m®guideline value.

Event Wind patterns Comments
v/ NCIG is to the northwest of the Stockton monitor.
8-Apr-12 Prevailing winds on this day were from the east, therefore:
3 [ - Activities at NCIG were unlikely to have contributed to the
61 ng/m™ at " d result at Stockton on this da
Stockton | | measure y.
v Outcome: Compliance
NCIG is to the northwest of the Stockton monitor.
i, i Prevailing winds on this day were mainly from the northwest. There was
> no rainfall on this day, the preceding day recorded 2.6mm of rainfall at
v X NCIG. Wind speeds ranged from 0.2 to 5.7 m/s. Measured PM,
‘ concentrations at Beresfield (upwind of Kooragang Island on the day
L E"‘ were 20 ug/m3 (EPA, 2013). The 24-hour average PM10 concentration
20-Apr-12 Voo measured by the BAM on NCIG’s eastern boundary was 34 ug/m3.
64 ug/m3 at w: =| ———|€ Therefore:
Stockton ™o - Activities on Kooragang Island may have caused the
W A (9 exceedances of the 50 pg/ma3 criterion on this day. The specific

oW

source(s) could not be identified.

Activities at NCIG were unlikely to have caused the
exceedances, since NCIG’s on-site BAM monitoring result
showed a 24-hour average PM10 concentration of only 34
pg/ma3.

Modelling in the Environmental Assessment suggested that the
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Table 5 Daily PM,, events greater than 50pg/m®guideline value.

Event

Wind patterns

Comments

maximum 24-hour average PM10 concentration at Stockton, due
to NCIG activities, would be up to around 5 pg/m3

Outcome: Compliance

1-Jul-12
56 pg/m3 at
Stockton
(SKM,2013)

NCIG is to the northwest of the Stockton air quality monitor.

Prevailing winds on this day were from the northwest. There was no
rainfall on this day, or on the preceding day. Wind speeds ranged from
1.2 to 7.5 m/s. Measured PM10 concentrations at Beresfield (upwind of
Kooragang Island on this day) were 18 pg/m3 (EPA, 2013). The 24-hour
average PM10 concentration measured by the BAM on NCIG’s eastern
boundary was 14 ug/ms3.

Therefore:

- Activities on Kooragang Island may have caused the
exceedances of the 50 pg/m3 criterion on this day. The specific
source(s) could not be identified.

- Activities at NCIG were unlikely to have caused the
exceedances, since NCIG’s on-site BAM monitoring result
showed a 24-hour average PM10 concentration of only 14
pHg/m3.

- Modelling in the Environmental Assessment suggested that the
maximum 24-hour average PM10 concentration at Stockton, due
to NCIG activities, would be up to around 5 pg/m3

Outcome: Compliance
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1 watering of exposed ground disturbance areas and high traffic areas using water
trucks to minimise the generation of dust;

1 establishment of grass pasture on disturbed areas as soon as possible;
T confining vehicle movements to designated access routes;

T limiting the speed of vehicles on unpaved roads; and

f limiting ground disturbance activities during identified windy conditions.

All stockpiled construction materials were also managed to minimise wind-blown dispersal of
the materials in accordance with Condition 2.45 of Project Approval (06_0009) by limiting the
height of the stockpiles and watering of the stockpiles during windy conditions.

3.2.3 Reportable Incidents
There were no air quality incidents during the reporting period.

Complaints regarding air quality received during the reporting period (see Section 3.13) were
responded to in accordance with the Complaints Response Procedure.

3.2.4 Further Improvements

Further enhancement of NCIG’s Dust Management System were made in the 2012/13
reporting period. These improvements included further implementation of a dust risk
classification system and will be a part of the ongoing continuous environmental
improvement programs at NCIG.

3.3 Water Quality
3.3.1 Environmental Management

In accordance with Condition 7.6 c), Schedule 2 of the Project Approval (06_0009), an
Operations Water Management Plan (OWMP) was developed which defines the surface
water, stormwater and groundwater controls on the NCIG Project site during operation. The
Plan includes specific measures designed to avoid sediment-laden, coal-laden or
hydrocarbon-impacted surface water from entering Deep Pond, wetland areas or the Hunter
River. The Plan also includes a monitoring programme of surface water utilised on and
around the Site. The plan identifies water management infrastructure and water requirements
for activities such as dust suppression and plant washdown. A site water balance is included,
which accounts for water captured on site through rainfall and volumes of water that may be
required from the local potable water system.

In accordance with Condition 7.3b), Schedule 2 of Project Approval (06_0009), a
Construction Surface Water Management Plan (CSWMP) was developed which defines how
surface water and stormwater is managed on the NCIG CET site during construction. The
Plan includes the definition of appropriately-sized stormwater controls, in accordance with
Managing Urban Stormwater: Soils and Construction (Landcom, 2004). The Plan also
includes specific measures designed to avoid sediment-laden stormwater from entering
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It should be noted that dredged material was dumped at sea and was not brought to land for
reclamation works during the reporting period.

The management of erosion and sedimentation is outlined is Section 3.4

3.3.2 Environmental Performance

Table 8 outlines the monitoring locations, frequency of monitoring and monitoring parameters
for the Project in accordance with the CEMP and OEMP. These monitoring elements form

the Surface Water Monitoring Programme for the Project.

Table 8 Surface Water Monitoring Program

Monitoring Locations Frequency Parameters
Primary and secondary Monthly. 1  pH;
settl(ljng ponds, overflow 1 Electrical conductivity (EC);
ond.
P 1 Turbidity;
1 Temperature.
During period of heavy 1 Water level.
rainfall (i.e. more than 20
mm of rainfall in a 24 hour
period).
Surface water monitoring | Monthly. 1  pH;
. 1
sites. q EC:
1 Turbidity;
1 Temperature.
Drainage, erosion and Monthly. f  Structural stability and
sediment control effectiveness in controlling
infrastructure. sediment migration.
Collection sumps Weekly 1 Level of collected sediment.

A site drainage network was established to capture site runoff. The topography grades to the
north and west of the Project site and the existing flow path for surface runoff was
incorporated into the completed site surface profile.

The drainage network that was established for dredging activities was incorporated into the
design of the permanent water management infrastructure on the site. This design involves
stormwater draining from east to west in the coal stockpile area at which point it collects in an
open drain and is directed to the north-west of the site (see Figure 29). Additional subsurface
drainage was constructed as part of Stages 2AA and 2F, specifically beneath the extended
stockpile area. Surface water captured in the construction area of the stockyard is redirected
both to the east and west. Both operations and construction surface water is then captured in
primary settling ponds across the north of the site where fines are allowed to settle. This
water cascades from the primary ponds into a secondary settlement pond prior to collection
in the clearwater pond where it is then pumped to water storage tanks and is then available
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3.4.2 Environmental Performance

Table 9 outlines the monitoring locations, erosion and sediment control parameters recorded,
frequency of monitoring and air quality criteria for the Project in accordance with the CEMP.

Table 9 Summary of the Erosion and Sediment Control Monitoring Program

Monitoring Monitoring Sites Frequency Criteria
Parameter

Structural stability | Drainage, erosion Monthly and following significant N/A.
and effectiveness in| and sediment rainfall events (i.e. greater than
controlling control 20 mm in 24 hours)

sediment migration. | infrastructure.

The management of erosion and sedimentation for the NCIG Project is detailed by the
Erosion and Sediment Control Plan (ESCP). The ESCP is a document that is continually
modified to account for project areas and activities of identified risk of erosion and
sedimentation. Activities that have the potential to cause or increase soil erosion at the
Project have been identified and are primarily due to exposure of soils during construction
activities.

The general erosion and sediment control principles adopted take into account the general
recommendations for site drainage works presented in Managing Urban Stormwater: Soils
and Construction — Volume 1 (Landcom, 2004) which underpin the goal of protecting
adjacent wetland areas, Deep Pond and the Hunter River. These principles involve:

f Minimising surface disturbance and restricting access to undisturbed areas.
I separation of runoff from disturbed and undisturbed areas where practicable.

f Construction of surface drains to facilitate the efficient transport of surface runoff or
utilisation of existing stormwater systems.

f Construction of the site drainage network including perimeter bunds, internal bunds,
primary settling ponds and hydraulically controlled discharge structures.

f Construction of primary and secondary settling ponds, site water pond and sediment
dams to contain runoff up to specified design criterion.

1 Installation of a silt curtain in the south arm of the Hunter River local to the
disturbance area during construction of the shipping berth batters, wharf structure
and during piling operations (in the River) that may create excessive material
disturbance.

In ensuring the erosion and sediment control principles are adhered to, development
activities on the Project have been typically undertaken in the following order:

1 Construction of sediment fences (down slope of disturbance areas) where required.

{1 Installation of silt curtains in identified water bodies, including the Hunter River, where
required.
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General construction works are only commenced once erosion and sediment control
measures are in place.

1 Construction of drainage diversions (typically upslope of disturbance areas) — these
were only constructed where they significantly reduced the runoff catchment of
disturbance areas and connected to the site drainage network where practicable.

f Construction of the primary and secondary settling ponds and a clearwater pond.

1 Construction of collection drains (down slope of disturbance areas) where required to
convey runoff to the site drainage network (including primary and secondary settling
ponds and a site water pond).

Erosion and Sediment Control Plans (ESCP), detailing specific erosion and sediment control
measures, are developed in a progressive manner prior to the development of each Project
component requiring land disturbance. This is undertaken through a risk assessment process
associated with the individual task proposed and are modified as required to ensure that the
goal of protecting water bodies from erosion and sedimentation is achieved.

Temporary erosion and sediment controls (e.g. silt fences and sediment control structures)
are installed prior to the commencement of construction activities on the Project site. Routine
(i.e. monthly) inspections of sediment control structures, as well as inspections following
significant rainfall events (e.g. 20 millimetres (mm) or more in a 24 hour period), are
conducted by NCIG personnel. During these inspections, sediment control structures were
inspected for capacity, structural integrity and effectiveness. Any deficiencies identified by
these inspections are assessed, prioritised and rectified in the appropriate timeframe.

A network of permanent stormwater structures has been constructed to manage runoff
around the site. All long-term site water management structures are lined with low
permeability materials (e.g. compacted clay) to minimise the potential for leakage. Water
management structures are designed with sufficient capacity for a 1 in 100 year average
recurrence interval (ARI) rainfall event.

3.4.3 Reportable Incidents

No environmental incidents or complaints relating to erosion or sediment control were made
during the reporting period.

3.4.4 Further Improvements

No scheduled improvement to erosion and sediment control is required for the next period as
the construction of the permanent surface water management infrastructure was completed
during this reporting period. Ongoing amendments to construction erosion and sediment
control will be made as necessary to accommodate the change in work areas.

3.5 Groundwater
3.5.1 Environmental Management

Groundwater monitoring requirements were changed during the monitoring period prior to the
current reporting period as specified in EPL 12693. Monitoring Points GW2, GW3 and GW4
were removed from the licence and replaced with K9/3N, K9/3S, K11/1S and K11/1 (as
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3.6 Land Contamination
3.6.1 Environmental Management

In accordance with Condition 2.53, Schedule 2 of the Project Approval (06_0009) NCIG
engaged an appropriately qualified person to audit construction of the rail infrastructure over
land used as part of the Kooragang Island Waste Emplacement Facility (KIWEF) against the
commitments contained in the NCIG Project Environmental Assessment and supporting
documents.

Prior to any excavation on the Project, a comprehensive surface and sub-surface soll
sampling and analysis programme was undertaken in order to characterise the material to be
excavated. The sampling programme was undertaken in accordance with the NSW
Environment Protection Authority (EPA) (2004b) Guidelines for the Assessment,
Classification and Management of Liquid and Non-Liquid Waste. The aim of the programme
was to identify the risk associated with contamination across the stockyard and rail areas and
to determine the suitability of the site for the development of the NCIG project. The findings
of this process were that there existed a manageable risk associated with contamination and
that the site was suitable for the proposed development.

In accordance with Condition 2.54, Schedule 2 of the Project Approval (06_0009) NCIG did
not direct any contaminated materials removed from the site to a waste management facility
that was not lawfully permitted to accept the materials.

3.6.2 Environmental Performance

There were no capping works undertaken during the period, as Stage 2AA rail construction
was completed.

3.6.3 Reportable Incidents

No environmental incidents or complaints relating to land contamination were made during
the reporting period.

3.6.4 Further Improvements

Construction of the Rail Flyover will commence during the next reporting period. Rail
earthworks will be capped with low permeability material in accordance with the NCIG
Environmental Assessment.

3.7 Acid sulfate soils
3.7.1 Environmental Management

In accordance with Condition 7.3(a), Schedule 2 of Project Approval (06_0009), an Acid
Sulfate Soil Management Plan (ASSMP) was developed in accordance with the guidance
provided in the Acid Sulfate Soil Manual (ASSMAC, 1998). This addresses the management
of Acid Sulfate Soils (ASS) identified during excavations on the Project site. The ASSMP
was approved by the Department of Planning and Infrastructure.

3.7.2 Environmental Performance

Table 12 outlines the monitoring locations, ASS monitoring parameters recorded, frequency
of monitoring and ASS criteria for the Project in accordance with the ASSMP.
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Table 13 Summary of the noise and vibration monitoring programme

Monitoring Parameter Monitoring Sites Frequency Criteria
Attended and unattended N1, N3, N5, N13 and | Monthly for the |See below.
noise monitoring N14', first 3 months

then quarterly.

Unattended continuous noise | Selected locations. Minimum period |See below.
monitoring. of one week per

quarter.
Ground vibration. Adjacent industrial Weekly when See CNMP.

receivers within 180 piling within
m of piling activities. | 180m of

industrial
receiver.
Attended noise monitoring All static and mobile | Quarterly See ONMP.
elements of terminal
operations.

The location of monitoring sites is shown on Figure 3.1.1.

The noise impact assessment criteria as defined by the Project approval and the
Environmental Protection Licence (EPL12693) are provided in Table 14 and Table 15.

Noise monitoring was undertaken by specialist acoustic consultants during the reporting
period. This monitoring was conducted on a quarterly basis to coincide with both construction
works on the project and operations throughout the reporting period. No piling activities were
undertaken within 180m of an industrial receiver and, as such, no vibration monitoring was
conducted during the period.
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Table 14 Residential Noise Impact Assessment Criteria

Location Site ID Day, Evening Night
Night 10.00 pm to 7.00am Monday to
At all times Saturday
10.00pm to 8.00 on Sundays and
Public Holidays
I—Aeq(15 minute) I—Aeq(night) I—A1(1 minute)
Fern Bay West N1 41 37 57
Fern Bay East N17 39 36 55
Stockton West N3 41 37 57
Stockton East N16 38 35 56
Mayfield West N5 45 40 55
Mayfield N9 44 39 62
Carrington N15 36 33 52

The maximum allowable noise conditions apply under:
a) wind speeds of up to 3m/s at 10 metres above ground level
b) b) temperature inversion conditions of up to 3 degrees (°C) pert 10 metres and 2 m/s at 10
metres above ground level.

AS130341 H:\Projects\NCIG\AS130341 AEMR Preparation\Report\Final\AS130341 NCIG AEMR_Final.docx ENVIRON




Newcastle Coal Infrastructure

Annual Environmental Management Report

Group
April 2014 Page 52
Table 15 Industrial Noise Impact Assessment Criteria
Non- Land use Intrusive Acceptable Amenity Maximum
reS|der_1t|aI L Aeq(ts minute) I—Aeq(period)l Amenity
Location
I—Aeq(9 hour)
Day | Evening | Night Day |Evening| Night Night
Mayfield West | Commercial
Intrusive noise not
Steel River applicable 65 65 65 70
Kooragang Industrial Intrusive noise not
Island applicable 70 70 70 75
Mayfield North Intrusive noise not
applicable 70 70 70 75
Any School Intrusive noise not
applicable External 45 when in use 50
Any Hospital Intrusive noise not
applicable External 50 when in use 55

Note 1: Daytime 0700 hours to 1800 hours, Evening 1800 hours to 2200 hours, Night-time 2200 hours
to 0700 hours.

The monitoring undertaken principally consisted of:

l

Unattended noise monitoring — two (2) Type EL316 environmental noise loggers were
deployed at the nearest potentially affected receptors for a period of one week. The
noise loggers were programmed to record statistical noise level indices continuously
in 15 minute intervals, including LAmax, LA, LA50, LA90, LA99, LAmin and LAeq.

Attended noise monitoring - operator attended noise survey was conducted at each
noise logger location to assist in defining noise sources and the character of noise in
the area and therefore to qualify unattended noise logging results. These
measurements were conducted over 15 minute periods using a Bruel & Kjaer Type
2250 sound level meter.

Vibration monitoring - In accordance with the CNMP, vibration monitoring was
conducted during construction piling activities within 180m of adjacent industrial
receivers (i.e. Blue Circle Southern). As mentioned, this did not take place during the
monitoring period.

The conclusion of the specialised acoustic consultants was that throughout the reporting
period noise surveys identified that current construction, as well as operation of the NCIG
Terminal was conducted below the relevant noise criteria.
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Figure 31: Green and Golden Bell Frog Surveyed Areas

In order to minimise Project-related impacts on the Green and Golden Bell Frog the following
management procedures were implemented in accordance with the GGBFMP:

f environmental induction training;

1 site hygiene management;

{ delineation of disturbance areas;

I pre-clearance surveys;

1 Green and Golden Bell Frog relocation procedures; and
T construction works procedures.

All employees and contractors involved in the construction of the Project were informed
about the presence and importance of the Green and Golden Bell Frog as a part of the site
induction process. Similarly, operations employees and contractors are informed about the
presence of the Green and Golden Bell Frog in areas adjacent to the Stage 1/2AA operations
site, in particular the NCIG rail facility. Training was also provided on appropriate site hygiene
practices in accordance with Hygiene Protocol for the Control of Disease in Frogs (NPWS,
2001) prior to the commencement of work.
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All major ground disturbance activities were completed previously on the site, therefore there
were no pre-clearance surveys undertaken during the reporting period. Areas of active
earthworks continued to be delineated by fencing, however, in order to prevent the
movement of amphibian species back into a construction area that had been previously
cleared, these fencelines were regularly monitored for the presence of the Green and Golden
Bell Frog to confirm that there were no individuals in the vicinity that may be at risk.

If individual frogs were identified adjacent to the constructed delineation fencelines or
elsewhere on the site, and thought to be at potential risk of harm, they were captured and
translocated in accordance with the Green and Golden Bell Frog Management Plan. Details
of the individual Green and Golden Bell Frogs managed in accordance to this process are
outlined in Table 3.10.1.

Table 16 Translocated Green and Golden Bell Frogs

Date Quantity Health Size (cm) Location identified Location
translocated
4/4/2012 1 Good 7cm. DSO02 cable pit Pond |
20/4/2012 1 Good 6cm CVOL1 tunnel Pond |
29/01/2013 1 Good 8cm CVO01 tunnel Pond |
12/03/2013 1 Good 8cm DS01 CVO01 conveyor Pond |

During the reporting period a total of four (4) Green and Golden Bell Frogs were sighted on
site and assessed as being at risk and subsequently translocated in accordance with the
Green and Golden Bell Frog Management Plan. All specimens were alive and in good
condition, ranging from 6—-8cm in length. The majority of frogs were considered to be adults,
based on size.

Monitoring of the Green and Golden Bell Frog was conducted in areas adjacent to the NCIG
Project site, particularly areas surrounding the NCIG Rail Facility. During the 2012/13
season, monitoring was conducted by the University of Newcastle. This was funded
cooperatively by both NCIG and Port Waratah Coal Services (PWCS). This was to satisfy the
requirements of the NCIG Project Environment Protection and Biodiversity Conservation Act,
1999 (EPBC Act) Particular Manner Decision and to provide baseline data on areas
proposed for the PWCS T4 Coal Export Terminal. The objective of the monitoring is to
monitor the dynamics of the Green and Golden Bell Frog within habitat areas on Kooragang
Island.

Two methods were used to estimate the population per surveyed pond, namely Visual
Encounter Surveys (VES) and Mark-recapture Surveys. Both these methods utilise recording
of morphometrics of individuals surveyed, location and environmental conditions where
individual locations were found and micro-chipping using Passive Induction Transponder
(PIT) tags. The mark-recapture surveys were conducted multiple times over short periods
(eg. in excess of four night surveys no greater than 48 hours apart) at a sub-set of ponds
within the overall survey area. Models for population estimates were generated for each
surveyed pond using established statistical designs and computer-based modelling software
(eg. MARK). These estimates were correlated with results of visual encounter surveys, using
a number of assumptions and limiting factors, to generate population estimates for remaining
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ponds. Table 17 provides population estimates at each pond for October 2012, December
2012, January 2013 and March 2013.

Table 17 Green and Golden Bell Frogs Population Estimate

Pond October 2012 December 2012 January 2013 March 2013
surveyed Upper Lower Upper Lower Upper Lower Upper Lower
c1 NS NS NS NS 0 0 26 13
c2 NS NS NS NS NS NS 26 13
Kl NS NS NS NS NS NS 0 0
K10 0 0 0 0 0 0 0 0
a0 0 0 0 0 0 0
K100 east 0 0 0 0 0 0
0 39 26 0 0 0 0 0 0
K100 west 0 0 0 0 26 13 0 0
K101 NS NS NS NS 24 11 19 5
K102 NS NS NS NS 46 34 0 0
K103 NS NS NS NS 374 383 39 26
K104 0 0 NS NS 48 37 25 12
K105 NS NS NS NS 40 28 45 33
K106 NS NS NS NS 0 0 0 0
K107 NS NS NS NS 24 10 0 0
K11/12 0 0 0 0 0 0 0 0
K13 0 0 0 0 0 0 0 0
K15 0 0 0 0 0 0 0 0
K16 0 0 0 0 0 0 0 0
K17 0 0 0 0 0 0 0 0
K18 0 0 0 0 0 0 0 0
K19 0 0 0 0 0 0 0 0
K2 0 0 0 0 0 0 0 0
K20 0 0 0 0 0 0 0 0
K21 0 0 0 0 0 0 0 0
K22/23 24 53 67 151 68 97 162 162
K24 0 0 0 0 0 0 0 0
K25 0 0 0 0 0 0 0 0
K26 0 0 0 0 0 0 21 8
K27 0 0 0 0 NS NS 0 0
K29 NS NS NS NS NS NS 23 10
K3 0 0 0 0 0 0 0 0
K4 0 0 0 0 0 0 0 0
K45 0 0 0 0 0 0 0 0
KS 0 0 0 0 0 0 0 0
K50 0 0 0 0 0 0 NS NS
K58 NS NS NS NS NS NS 0 0
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f Conversely, there was a low number of shorebirds utilising the ponds, also because
of the above average pond levels. This discouraged shorebirds from using the pond
as a refuge site. In addition, rainfall in central Australia resulted in migration of
shorebird species away from the coast to inland water systems.
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Table 18 Avifauna 2012 Monitoring Results
Species 20/1/12 11/2/12 11/3/12 | 21/4/12 | 18/5/12 23/6/12 21/7/12 15/9/12 12/10/12 16/11/12 17/12/12 | Total
Australian Pelican 2 17 69
Pelecanus 1 21 28
conspicillatus
White-faced Heron 2 4 1 1 15
Egretta 7
novaehollandiae
Little Egret Egretta 7 5 2 1 4 5 24
garzetta
White-necked Heron 1 1
Ardea pacifica
Eastern Great Egret 3 6 1 3 3 4 20
Ardea modesta
Intermediate Egret 1 2 2 2 7
Ardea intermedia
Australian White Ibis 3 1 27 31 62
Threskiornis molucca
Royal Spoonbill 1 4 41 46
Platalea regia
Whistling Kite 1 2 3
Haliastur sphenurus
White-bellied Sea- 2
Eagle Haliaeetus 2
leucogaster
Spotted Harrier 1 1
Circus assimilis
Swamp Harrier Circus 3 1 2 1 7
approximans
Australian Hobby 1 1
Falco longipennis
Peregrine Falcon 1 1
Falco peregrinus
Purple Swamphen 44 11 32 15 14 3 14 5 43 181
Porphyrio porphyrio
Dusky Moorhen 2 1 1 4
Gallinula tenebrosa
EuraS'anatCrgot Fulica | 151 108 89 209 138 148 200 145 304 574 2066
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Table 18 Avifauna 2012 Monitoring Results
Species 20/1/12 11/2/12 11/3/12 21/4/12 18/5/12 23/6/12 21/7/12 15/9/12 12/10/12 16/11/12 17/12/12 | Total
Welcome Swallow 100 100
Hirundo neoxena
Golden-headed 4 4
Cisticola Cisticola
exilis
Total 2012 848 336 264 38 1347 1004 731 568 878 1060 2247 9321
Total 2011 447 965 2271 763 396 27 92 685 990 477 477 8178
% change on 2011 90 -65 -88 -95 240 3619 695 -17 -11 122 371 14

comprehensive.

Note 1: No survey was performed in August 2012 due to lack of access; nil observations.
Note 2: There was no access to the site in April, June, July and September. Observations were made from the western boundary of the site. Counts are therefore not
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The Vegetation Clearance Protocol (VCP) was implemented to minimise impacts on
threatened flora and fauna species within the Project area. The key components of the VCP
are outlined below and include:

I delineation of areas to be cleared of existing vegetation;
1 pre-clearance surveys;

f managing impacts on fauna; and

I vegetation clearance procedures.

3.10.3 Compensatory Habitat and Ecological Monitoring Program

A number of works have been undertaken in relation to the CHEMP between April 2012 and
March 2013.The following points highlight the major works undertaken and milestones
achieved during this reporting period.

Consultative Board —Consultative Board meetings were held on 23 May and 5 December
2012. The purpose of the Consultative Board meetings are to provide information on the
Compensatory Habitat planning works completed to date and provide guidance on works to
be completed, particularly in the coming 12 months. The Board consists of representatives
from NSW Planning and Infrastructure, NSW Office of Environment and Heritage (National
Parks and Wildlife Service), Hunter-Central Rivers Catchment Management Authority, the
University of Newcastle, the DoPI-Approved Ecologist for the NCIG Project and NCIG. The
Terms of Reference for the Board were reviewed and updated during the first meeting. At
each meeting, papers have been presented on a range of topics for the consideration and
discussion of Board members. The topics discussed include:

f Land allocation process;

! Research initiatives;

f Population modelling;

f  Population of constructed habitat; and
1 Ameliorative works.

Compensatory Land Package — In the May 2012 meeting of the Consultative Board, a
renewed approach to quantification of compensatory land area was proposed. The approach
includes population modelling of a Green and Golden Bell Frog (GGBF) population
introduced to the NCIG Research Area trial ponds, establishing occupancy rates for various
habitat types, comparing these habitat types with those impacted by the NCIG Project, and
then calculating the likely impacted population from this process. The size and types of
habitat to be constructed to sustainably support this population will then be calculated, with
twice this land area constructed, in accordance with PA 06_0009, Condition 2.20.

NCIG received draft conditions in the first quarter of 2013 for a Modification under the
existing terminal approval (Project Approval 06_0009), to construct and operate a rail
flyover; an additional piece of rail infrastructure to increase inbound capacity and to bring the
capacity of the terminal to 66 Million tonnes per annum. The draft conditions include a
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requirement to provide for the establishment of 75ha of compensatory habitat for the GGBF
in a location agreed by the Director-General. The amount of habitat may be reduced if NCIG
can show that the original impacted population was less than 37.5ha, using a scientific
methodology agreed to by the Department of Planning and infrastructure. The population
modelling is to be completed by 30 June 2015 and the establishment of habitat to be
completed by 31 December 2016. The National Park status of the Ash Island land area
requires that a process is followed to facilitate access. This requires completion of Review of
Environmental Factors (REF) for construction and operation of the GGBF habitat to enable a
determination and approval provided by NPWS.

NCIG has commenced correspondence with NPWS regarding access to additional land on
Ash Island, to investigate the suitability of habitat construction. A topographical survey and
flora investigations of potential habitat locations were performed in the first quarter 2013 with
fauna, soil, surface water and groundwater investigations planned. Results of all
investigations including those completed in 2011 and 2012, will form a landscape plan for
GGBF habitat in locations deemed to be suitable for habitat construction. The landscape
plan will be included in the REF required by the draft conditions of approval for the
modification.

Figure 32: CHEMP Consultative Board Inspection of GGBF Research Ponds

Research Area Ponds and Monitoring— A licence was provided by the National Parks and
Wildlife Services to NCIG to occupy land in the Hunter Wetlands National Park on Ash
Island, for the purpose of the GGBF compensatory habitat development in the form of
Research Area ponds. The licence was signed by NCIG and then subsequently by NPWS
on 29 June 2012.
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A Construction Environmental Management Plan (CEMP) for the Research area was
developed and approved by NPWS. Construction and planting of the research ponds was
completed on 20 November 2012 after a three month construction period. Water carts were
used to fill and maintain the water level in the ponds with potable water until the first
significant rainfall occurred in January 2013. This rainfall allowed the ponds to continue to
establish under natural conditions. Discussions between Hunter Water and NPWS took
place to connect the research ponds to existing potable water infrastructure on Ash Island. A
small water distribution system was installed for maintenance of pond water level should the
experimental design be potentially impacted upon by excessively low pond water levels. The
use of potable water is not considered a sustainable practice for full-scale compensatory
habitat and associated ponds.

A Translocation Proposal to release captive-bred Bell Frogs into the research Area was
approved by NPWS Licencing Division at the beginning of February 2013. This allowed for
the release, pending negative Chytrid screening tests of captive bred animals. Screening
tests were successful and the first animals were released into ponds on 17 February 2013.
Animals were released into half (8) of the sixteen ponds, to monitor future pond occupancy
relative to release ponds and non-release ponds. At the commencement of the release
period, tadpoles were kept in a 1 m® mesh basket within the release ponds to monitor the
health of animals in a controlled manner. As no mortalities were observed in the baskets, the
animals were gradually released from the baskets into the ponds. The final release date was
21 February 2013, and approximately 6500 animals were released.

Since the introduction of the captive-bred animals into the ponds, the University of
Newecastle has been intensively monitoring released animals for health. In preparation for
ongoing monitoring, captured animals larger than 15mm with are tagged with a unique
microchip indicator and re-released. This will provide an understanding of population size
over time and movement within the Research Area.
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Figure 33: Green and Golden Bell Frogs Research Ponds

Behavioural Research - Further research work relating to the behavioural aspects of the
Green and Golden Bell Frog continued throughout the reporting year. The overall research
package is composed of a number of questions, the first of which asks if the Green and
Golden Bell Frog is attracted to areas occupied by conspecifics (individuals of the same
species).Following on from pilot studies completed during the previous reporting period, field
studies were conducted in ponds at Kooragang island and also at Sydney Olympic Park to
investigate if L. aurea is attracted to areas that are not currently inhabited through the use of
artificial conspecific calls.

Remaining research questions relating to habitat suitability and discrimination between
diseased/infected conspecifics, will be answered subsequently based on the findings of the
work currently being undertaken.

Green and Golden Bell Frog (GGBF) Annual Monitoring - As a condition of Project
Approval 06_0009, NCIG are required to undertake monitoring of GGBF in locations around
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onto Cormorant Road from Egret Street, Pacific National Road and the NCIG Wharf Access
Road intersection, in order to minimise any disruption to through traffic on this road. Each
contractor on the NCIG project site also developed VTMPs to ensure that construction traffic
is adequately managed on internal and external roads.

There were no road improvements performed during the reporting period.

In addition to the above, a Vehicle Traffic Management Plan has been developed for
operational vehicles which came into effect at the commencement of NCIG operational
activities.

3.11.3 Reportable Incidents

No incidents or complaints were reported relating to traffic management during the reporting
period.

3.11.4 Further Improvements
No improvement to traffic management is required for the next period.

3.12 Waste management
3.12.1 Environmental Management

Measures to avoid and minimise the generation of wastes and promote waste re-use and
recycling have been adopted during construction of the Project and include:

f  waste avoidance — practices were developed that reduce the amount of waste on-
site, via selective purchasing procedures and the use of bulk purchasing, where
practicable;

f  material reuse — reuse of recyclable or reusable materials where practicable; and

f recycling — materials such as metals, oil, timber, plastics, glass and paper were
recycled where practicable.

In accordance with Conditions 2.54 and 2.56, Schedule 2 of the Project Approval (06_0009),
all waste materials removed from the site were directed to a waste management facility
lawfully permitted to accept the materials.

In accordance with Condition 2.57, Schedule 2 of the Project Approval (06_0009), waste
was not received at the site during the reporting period. In addition, NCIG complied with the
requirements of EPL No. 6437 as it relates to the on-going management of the Kooragang
Island Waste Emplacement Facility.

3.12.2 Environmental Performance

The principles of waste management, being waste avoidance, material reuse and recycling
have been adopted by NCIG and all construction contractors on the site during the reporting
period. The focus of this process has been the avoidance of waste, however the recycling of
waste products was also actively pursued with paper, aluminium, steel, plastics, timber and
glass being the primary materials collected. Recycled concrete has also been incorporated
into the pavement design for the rail and stockyard areas as a means of improving reuse of
waste materials.
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A 12,000 litre (L) waste oil tank was installed prior to operations to enable the collection and
storage of waste hydrocarbons during NCIG operational activities, before being removed by
licensed waste transporters on a periodic basis. A purpose built oil/water separator system
has also been installed at the workshop and truck washdown areas, which is inspected and
maintained on a regular basis during operations.

A Waste Management Plan has been developed and incorporated into the environmental
management system for the operations of the NCIG Terminal.

During the reporting period there was no waste material stored, treated, processed or
reprocessed or disposed of on the Kooragang Island Waste Emplacement Facility that would
constitute a breach of the conditions of EPL No. 6437.

3.12.3 Reportable Incidents

No incidents or complaints were reported relating to waste management during the reporting
period.

3.12.4 Further Improvements

No improvement to waste management is required for the next period. A Waste
Management Plan has been incorporated into the environmental management system for
the operational site.

3.13 Community relations
3.13.1 Environmental Management
During Project construction the following complaints handling system was implemented:

f In accordance with Conditions 6.2, Schedule 2 of the Project Approval (06_0009),
NCIG established a telephone number, postal address and email address prior to the
commencement of construction for community complaints and enquiries. Current
details are provided below:

0 24-hour complaints telephone hotline: 1800 016 304

o0 Postal address for written complaints: PO Box 644
Newcastle NSW 2300

o Email address for electronic complaints:  enquiries@ncig.com.au

f In accordance with Condition 6.2, Schedule 2 of the Project Approval (06_0009), the
community were informed of the phone, email and postal addresses via the NCIG
website (www.ncig.com.au), notices in local newspapers and signage adjacent to the
Project.

' In accordance with Conditions 6.3, Schedule 2 of the Project Approval (06_0009),
NCIG recorded all complaints received in a Complaints Register.

f In accordance with Condition 6.4 of the Project Approval (06_0009), NCIG
established and maintained a website for the provision of electronic information
associated with the Project including all relevant Management Plans.
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Table 20 Community Complaints register summary

Date of complaint | Environmental Issue Action taken
concern
raised
period. Boral Cement site ongoing regarding dust.
personnel are concerned about Also committed to
health and amenity issues. looking for
improvements in
managing dust.
30-Aug-12 Dust Resident from Fern Bay Offered to take dust
complained about dust they are sample from residence
experiencing at their house that of complainant. Offer
they believe originates from NCIG. |was declined.
The dust has been an issue for
some time and not relating to an
event. Issue of amenity and
cleaning. They also believe that
NCIGs dust management/watering
system is inadequate
7-Sep-12 Dust Origin Energy made a complaint Conducted follow up
about the amount of dust, with Origin
particularly coal dust, which is representatives and
being deposited on their site. stated a commitment to
Attended a site meeting and work maintain open
inspections and observed dialogue with Origin
considerable dust within ongoing regarding dust.
administration building and Recorded as a
exterior work areas. Dust had a registered complaint.
primarily black appearance and Also committed to
likely to be coal origin. looking for
improvements in
managing dust.
14-Sep-12 Dust Complaint received through 1800 |Attempted to follow up
number service relating to dust at  |this complaint with no
Mayfield East residence. Details success.
provided that resident has
cleaning and amenity issues.
20-Sep-12 Noise An EPA Officer contacted NCIG NCIG contacted the
regarding a noise complaint made |[complainant over phone.
by a Stockton resident. The noise |Meeting arranged
complaint was made the between NCIG, PWCS
preceding evening. EPA believed |and complainant to
this may have been coming from |discuss Noise
NCIG, possibly the wharf. Management Program
and reduction of alarm

AS130341
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Table 20 Community Complaints register summary

Date of complaint | Environmental Issue Action taken
concern
raised

noise. Complainant will
contact NCIG directly in
the future if required.

10-Jan-13 Dust A contractor on NCIG site NCIG contacted
mentioned to Env Advisor that a complainant directly and
family member, resident of visited the residence on

Mayfield has observed significant |the same day. There
dust build-up around house and in |was insufficient dust
pool over last 1-2 months. present to collect a
sample; complainant will
contact NCIG when
more dust has
accumulated.

NCIG regularly undertakes community consultation, in particular in conjunction with PWCS
through their community consultation program. This happens between 2-4 times per year,
and continued through 2012/13.

NCIG has developed an initiative titled the Community Support Program. This process
involves engagement with local community groups and providing support to community
based events and projects. The Program seeks applications on a six monthly basis from
community groups that are seeking support for their endeavours. NCIG would undertake an
assessment process and provide primarily financial support to these community events and
projects. NCIG participated with the community groups in these project and events wherever
possible. Through this process groups within the Fern Bay, Stockton, Mayfield and greater
Newcastle area were assisted by NCIG.
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Table 22 Construction Environmental Monitoring Program

Monitoring Focus Monitoring Frequency Criteria
Sites
within 180 m of
piling activities.
Surface Water
pH, electrical Primary Weekly. Contained in
conductivity (EC), settling ponds Construction Surface
total dissolved solids | and EPL Water Management
(TDS) and total Release Point. Plan
suspended solids
(TSS). Surface water Monthly.
monitoring
sites.
Excavation Weekly

sites that have
accumulated
water.

Water level. Primary Following heavy rainfall (i.e. more
settling pond than 20 mm of rainfall in a 24 hour
and EPL period).

Release Point.

Groundwater

pH, EC, TDS, TSS,
sulfate, polycyclic
aromatic
hydrocarbons (PAH),
As lll, Cd, Cu, Pb,
Hg, Zn, Cr VI, Mn
and Ni (refer Table
5).

Groundwater level.

GW1, K9/3S,
K9/3N,
K11/1S, K11/1.

Monthly. Contained in EPL12693
Monthly Contained in
Construction

Environmental
Management Plan.

Acid Sulfate Soils

Presence of acid
sulfate soils or
potential acid sulfate
soils.

Excavation
sites.

Prior to any excavation.

ASS treatment
area.

After treatment.

Contained in Acid
Sulphate Soil
Management Plan

The location of monitoring sites is shown on Figure 3.1.1.
Dust deposition was analysed in accordance with AS/NZS 3580.10.1-2003 Methods for Sampling and Analysis of Ambient Air —

Determination of Particulate Matter — Deposited Matter — Gravimetric Method.

AS130341

H:\Projects\NCIG\AS130341 AEMR Preparation\Report\Fina\AS130341 NCIG AEMR_Final.docx

ENVIRON







Newcastle Coal Infrastructure Annual Environmental Management Report
Group
April 2014 Page 83

Table 23 Operations Environmental Monitoring Program

Monitoring Focus Monitoring Frequency Criteria
Sites

total dissolved solids ponds4.

(TDS) and total

suspended solids Surface_ water Monthly.

(TSS) monitoring
sites”.

Water level. Primary and Following heavy rainfall (i.e. more
secondary than 20 mm of rainfall in a 24 hour
settling period).
ponds4..

Drainage, erosion All areas of Monthly.

and sediment NCIG

control.

Groundwater

pH, EC, TDS, TSS, | GW1". 6 Monthly. See Appendix C.

sulfate, polycyclic

aromatic

hydrocarbons (PAH),

As lll, Cd, Cu, Pb,

Hg, Zn, Cr VI, Mn

and Ni (refer Table

5).

Groundwater level. 6 Monthly

1

The location of monitoring sites is shown on Figure 4.

Dust deposition will be analysed in accordance with AS/NZS 3580.10.1-2003 Methods for Sampling and Analysis of Ambient Air-
Determination of Particulate Matter — Deposited Matter — Gravimetric Method.

3 PM 3, will be monitored in accordance with the Approved Methods for the Sampling and Analysis of Air Pollutants in New South Wales
(EPA,2001).

4 The location of monitoring sites in detailed in the OWMP (Appendix C) and Figure 4.

2
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On this basis NCIG continued operations of the Stage 1 NCIG Coal Export Terminal in
accordance with the approved management plans, licences and permits, completed the
Stage 2AA construction activities and commenced the Stage 2F construction activities.

This review determined that NCIG met the requirements for all aspects of the consent that
were relevant to the stage of the project development as at November 2012. With
completion of the review, the Compliance Tracking Program document was revised and
submitted to the Department of Planning.

5 Activities proposed in next AEMR period

Significant activity is proposed to be undertaken in the next AEMR period in accordance with
the Project Approval and environmental management and monitoring programmes. The
principle elements are:

f  Continued operation of the combined 53 Mtpa capacity Stage 1 and Stage 2AA of the
NCIG Coal Export Terminal.

. Completion, commissioning and operation of Stage 2F of the NCIG Coal Export
Terminal is scheduled to occur.

6 References

SKM (2013), NCIG Coal Export Terminal Model Validation Report Conditions 3.3 and 3.4 of
Project Approval 06_009

7 Limitations

ENVIRON Australia prepared this report in accordance with the scope of work as outlined in
our proposal to NCIG dated June 2013 and in accordance with our understanding and
interpretation of current regulatory standards.

A representative program of sampling and laboratory analyses was undertaken as part of
this investigation, based on past and present known uses of the site. While every care has
been taken, concentrations of contaminants measured may not be representative of
conditions between the locations sampled and investigated. We cannot therefore preclude
the presence of materials that may be hazardous.

Site conditions may change over time. This report is based on conditions encountered at the
site at the time of the report and ENVIRON disclaims responsibility for any changes that may
have occurred after this time.

The conclusions presented in this report represent ENVIRON's professional judgment based
on information made available during the course of this assignment and are true and correct
to the best of ENVIRON'’s knowledge as at the date of the assessment.
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Table 24 Meteorological statistics by month

Temperature @ 2 m elevation, (T»)

Temperature @ 10 m elevation, (T1o)

Delta Temp (T1o-T2)

Monthly Monthly
average Hourly min Hourly max average Hourly min | Hourly max Number of hours when T1o>T,.
°C °C °C °C °C °C Hours % of month
April 2012 195 121 29.0 18.9 111 28.1 4 1
May 2012 15.2 7.5 274 14.7 6.9 26.8 24 3
June 2012 13.6 6.2 20.9 13.2 55 20.6 27 4
July 2012 12.9 5.9 20.6 12.4 49 20.3 16 2
August 2012 13.6 5.5 30.1 13.2 4.9 29.9 51 7
September 2012 16.8 6.3 321 16.3 54 31.6 21 3
October 2012 18.5 8.5 35.6 17.9 7.8 34.7 16 2
November 2012 21.3 12.2 34.4 20.7 11.6 34.0 1 0
December 2012 22.8 14.2 35.0 22.2 13.6 34.2 0 0
January 2013 24.7 18.2 42.6 241 17.5 42.2 4 1
February 2013 23.3 16.9 30.7 22.7 16.3 30.2 0 0
March 2013 22.9 15.0 32.3 22.2 14.1 315 2 0
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Appendix B

Surface Water Monitoring Results
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pH

Pond 1

Pond 2 (SW1)
Pond 3

DS02 Works
Outlet/WTPO1
Deep Pond (SW3)
Black Swan Pond
(SW2)

Jan-
12

8.27
8.11
8.16

8.62
8.12

7.78

Western Rail Channel

Clearwater
Clearwater (weir
overflow)

NW Sump

EC (mS/cm)
Pond 1

Pond 2 (SW1)
Pond 3

DS02 Works
Outlet/WTPO1

Deep Pond (SW3)
Black Swan Pond
(SW2)

Western Rail
Channel

Clearwater

AS130341

8.11

Jan-
12

2.71
3.97
4.67

4.66
0.533

3.81

6.3

Feb-
12

8.5
8.55
8.44

9.06
8.19

8.15

8.33

Feb-
12

2.6
2.16
2.57

2.79
0.777

2.77

1.67

Mar-
12

8.68
8.61
8.78

9.78
7.24

9.23

8.66

Mar-
12

2.99
2.57
1.97

3.39
0.67

1.72

1.7

Apr-

12
8.41
8.23
8.58

9.04
6.93

8.03

8.75

Apr-

12
2.74
1.94
1.43

3.06
0.717

1.54

1.49

Annual Environmental Management Report

May-
12
8.11
8.2
8.34

7.14

8.5

8.28

1.47
2.11
2.8

0.773

1.65

2.52

Jun-
12

8.52
8.11
8.03

8.85
7.21

7.96

8.39

Jun-
12

351
2.8
2.6

3.44
0.809

2.03

2.28

Jul-
12

8.34
8.22
8.13

7.38

8.1

8.3

Jul-
12

2.61
2.26
1.98

0.85

1.75

1.73
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Aug-

12
8.48
8.23
8.06

7.43

7.84

8.18

2.56
2.55
2.03

1.13

1.97

2.1

Page 91
Sep-  Oct-
12 12
833 831
797 8.27
85 854
736 7.96
7.93 8.4
8.06 8.12
8.22
Sep-  Oct-
12 12
293 297
261 3.26
2.53 3.3
109 152
235 255
277 584

ENVIRON

Nov-
12

8.43
8.25
8.71

8.28

9.04

8.27

Nov-
12

1.66
1.22
1.95

1.92

3.06

7.78

Dec-
12

8.15
7.71
7.54

8.49

7.1

7.42

Dec-
12

0.813
0.736
1.36

2.088

3.2

3.2

Jan-
13

7.79
7.69
8.25

8.35

8.06

Jan-
13

1.52
1.13
1.4

3.55

1.58

Feb-
13

8.25
8.59
8.63

7.5

8.48

Feb-
13

1.08
0.87
0.67

0.82

1.44

1.08

Mar-
13

8.36
8.33
8.27

7.47

8.86

8.29

Mar-
13

2.71
2.3
1.962

1.127

1.785

1.456
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Clearwater (weir
overflow)

NW Sump 26.1
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Appendix C

Dust Deposition Monitoring Results
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DG1 (Fern DG2 DG3 (Kooragang DG4 DG5 (Mayfield DG6
Month Limit Bay) (Stockton) Island) (Sandgate) West) (Mayfield)
Apr-12 4 0.2 1.8 1.8 1.4 2.1 1.7
May-12 4 0.7 1.4 1.9 0.6 1.0 1.6
Jun-12 4 0.9 1.2 0.6 0.2 0.6 1.6
Jul-12 4 0.6 1.9 0.7 0.5 0.9 1.1
Aug-12 4 1.0 3.4 2.9 1.2 1.7 2.9
Sep-12 4 0.8 15 2.6 1.2 1.8 2.3
Oct-12 4 3.3 1.7 1.7 1.2 1.8 2.2
Nov-12 4 1.1 1.1 5.7 2.7 1.6 1.8
Dec-12 4 0.8 09|* 55 1.5 3.7
Jan-13 4 1 2.1 3.2 1.6 1.7 2.6
Feb-13 4 0.5 2.3 2.7 2.1 1.9
Mar-13 4 0.4 1.2 1.5 1.2 1.6 1.6
* contaminated sample.
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Appendix D

Groundwater Monitoring Results
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Bore K9/3 N
Reporting oo% Ma_rrirr;gg\l\éra tl_eer\?e?NZEcc E.P Licence oz
Units Trigger Le_v_el 1/07/2011 2/12/2011 8/06/2012
(Site specific)
Sourced from Sourced from
CEMP OWMP
EPA Point Number 20 20 20 20
Sample Number 07116902002 12116902002 06126902002 12126902002
Date of Sampling 1/07/2011 2/12/2011 8/06/2012 11/12/2012
Time of Sampling 10:35 10:45 9:25 11:45
Sampler C. South K. Hawes K. Hawes K.Hawes
Groundwater Level metres 291 2.75 Sg:;igie%e 2.84
Temperature °C 18.5 20.0 20.0
Analyte
o o unis s
EC uS/cm 9120
TDS mg/L 6580
TSS mg/L 167
Metals - Dissolved
Al mg/L
Cd mg/L
Co mg/L
Cu mg/L
Pb mg/L
Mn mg/L
Ni mg/L
Zn mg/L
Fe mg/L 2.35
As 1l Ho/L <2
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Hg

Hexavalent Cr
Cations - Dissolved
Mg

Na

K

PAH
Polynuclear Aromatic Hydrocarbons - 16
analytes

TPH

C6-9 Fraction
C10-14 Fraction
C15-28 Fraction
C29-36 Fraction
BTEX

Benzene
Toluene

Ethyl Benzene
m+p Xylene

0 Xylene
Cyanide

Free

Total

Ammonia
Phenol

Sulfate

mg/L
mg/L

mg/L
mg/L
mg/L

Mg/l

Mg/l
Hg/L
Mg/l
Mg/l

Mg/l
Hg/L
Mg/l
Hg/L
Hg/L

Mo/l
Mg/l

Mg/l
Mg/l
mg/L

0.0004
0.0044
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<0.010
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Hexavalent Cr mg/L 0.0044 <0.010 <0.010 <0.010 <0.010
Cations - Dissolved
Mg mg/L ID 23 10 11 12
Na mg/L ID 516 86 49 81
K mg/L ID 13 7 10 11
PAH

Polynuclear Aromatic Hydrocarbons - 16

analytes Ho/L
TPH

C6-9 Fraction Ho/L
C10-14 Fraction Ho/L
C15-28 Fraction Ho/L
C29-36 Fraction Ho/L
BTEX

Benzene Ho/L
Toluene Ho/L
Ethyl Benzene Ho/L
m+p Xylene Ha/L
0 Xylene Ho/L
Cyanide

Free ug/L
Total Ho/L
Ammonia ug/L
Phenol Ha/L
Sulfate mg/L
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Bore K11/1 S
95% Marine Waters ANZECC 1/07/2011 2/12/2011 8/06/2012 11/12/2012
Reporting Trigger Level EP Licence Trigger Level
Units (Site specific)
Sourced from Sourced from
CEMP OWMP

EPA Point
Number 23 23 23 23
Sample
Number 07116902005 12116902005 06126902005 12126902005
Date of
Sampling 1/07/2011 2/12/2011 8/06/2012 11/12/2012
Time of
Sampling 12:10 9:45 12:25 10:40
Sampler C. South K. Hawes K. Hawes K.Hawes
Groundwater
Level metres 2.64 2.52 2.22 2.40
Temperature °C 19.0 19.0 19.5 19.0
Analyte
pH pH units
EC uS/cm
TDS mg/L
TSS mg/L
Metals -
Dissolved
Al mg/L
Cd mg/L
Co mg/L 0.001
Cu mg/L 0.0013
Pb mg/L
Mn mg/L
Ni mg/L
Zn mg/L
Fe mg/L
As Il pg/L
Hg mg/L
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Hexavalent
Cr mg/L 0.0044 <0.010 <0.010 <0.010 <0.010
Cations -
Dissolved
Mg mg/L 376 311 306 177
Na mg/L 3910 4400 4720 3830
K mg/L 184 186 212 199
PAH
Polynuclear
Aromatic
Hydrocarbons
- 16 analytes ug/L
TPH
C6-9 Fraction pg/L
C10-14
Fraction ug/L
C15-28
Fraction ug/L
C29-36
Fraction ug/L
BTEX
Benzene ug/L
Toluene pg/L
Ethyl
Benzene pg/L
m+p Xylene pg/L
0 Xylene pg/L
Cyanide
Free ug/L
Tot